
APPLICATION EXAMPLE + COMPLEXE APPLICATION WITH MULTIPLE 
GENSETS, MULTIPLE MAINS AND MULTIPLE BUS TIE BREAKER

MASTER COMPACT

GENSYS COMPACT 
PRIME (1)

GENSYS COMPACT 
PRIME (2)

GENSYS COMPACT 
PRIME (3)

GENSYS COMPACT 
PRIME (4)

BTB COMPACT (1) BTB COMPACT (2) MASTER COMPACT 1B

GENSYS COMPACT 
PRIME (5)

SEGMENT 1 SEGMENT 2 SEGMENT 3

MODULE PRODUCT NUMBER QUANTITY OF GENSYS COMPACT PRIME QUANTITY OF MASTER COMPACT/BTB COMPACT SEGMENT SEGMENT A SEGMENT B

MASTER COMPACT 1 5 4 1 NOT AVAILABLE NOT AVAILABLE

MASTER COMPACT 1B 2 5 4 3 NOT AVAILABLE NOT AVAILABLE

BTB COMPACT 1 3 5 4 NOT AVAILABLE 1 2

BTB COMPACT 2 4 5 4 NOT AVAILABLE 2 3

GENSYS COMPACT PRIME 1 1 5 4 1 NOT AVAILABLE NOT AVAILABLE

GENSYS COMPACT PRIME 2 2 5 4 1 NOT AVAILABLE NOT AVAILABLE

GENSYS COMPACT PRIME 3 3 5 4 2 NOT AVAILABLE NOT AVAILABLE

GENSYS COMPACT PRIME 4 4 5 4 2 NOT AVAILABLE NOT AVAILABLE

GENSYS COMPACT PRIME 5 5 5 4 3 NOT AVAILABLE NOT AVAILABLE
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EXAMPLE COMPLEX APPLICATION MASTER_EN_C2022

A AB B

For direct connection multiple mains application, it is mandatory to use 2 breakers and MASTER COMPACT controller. One breaker and MASTER COMPACT 1B controller will not allow to manage all sequences.


